GERPDDIRECT

Security, Safety and Signs since 1999

Power Supplies - 12v & 24v Range

Large Power Supply

Technical specifications

« Full curment to load,

« 13.8V0C or 27.6V0C requlated output,
« Additional battery charging.

= Deep discharge protection.

« Current limiting.

- Shart circuit protection.

« Mains transient protection.

- Compliant to EMC ENG1000-6-1 & 3

« Can house 2 batteries up to 12V 9Ah

A1 a4 080 (v 12 lamp Pawer Supply 307y |Boxed) /' 2 84 kg (Unbewad |
10340080 [mm) 129 Zamp Power Supply 5.07kg |Boxed) § 2.84ky {Unbomed ]
I FA030 [ 12 Sammg Pover Supply A.0TKG |Boxed) £ 2 B4k {Unbomad)
F1EA0E 0 [y 2 Bamp Power Supply 0Tk (Boxed) | 2 B4k {LInfbcoed |
0 3A0A0 (mm) 24 1amp Power Supply 3.07ky (Boxed) 2. 84k {Unbomed |
I 034080 [} 24V Zamp Pawer Supply 3.07kp (Boxed) 2. 84kg {Unboesd)
13400 [mm 24 Aamp Power Supply 3,07 kg |Boued) i 2, Bk {Unbomad |
I FA0E0 (i) 24V Samp Powes Supply 3.07kg |Boxed) © 2. 84kg {Unboead]

SecuritySafetyProducts.co.uk
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FEATURES

- Switchmode technology.
= Mild steel construction.
- White powder coated.

» LED Indicators (mains, batt, output)

« Full E'|E'Ctﬂ;l'|1'c g:..lmtertinn

« O board tamper protection.

=« Converts power more efficiently
= Multiple cable entry (inc rear).

= Wiring Instructions Included.

®) 0161 413 7939



